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C I E L O  S M A L L  P E N D A N T
A showstopper which has the same ‘quiet luxury’ characterised by CTO designs. Developed exclusively 

by our artisans where crystal like crushed glass is combined with refined metalwork. 
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F I N I S H

all satin brass
CIEPESSBFG

all bronze
CIEPESBZFG 

S U S P E N S I O N

drop rod

please specify the required overall drop from the ceiling 
to the bottom of the fitting  
  
B U L B S

integrated LED - trailing dimmable - 8w - 2700k

W E I G H T

3.5kg (7.7lbs) 
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North America junction box cover 
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mounting plate dimensions 
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Input Voltage As Standard On Request

Phase Cut (rotary dimmer) 230 

0/1-10V230 230 

DALi 230 

Phase Cut (rotary dimmer) 120 

0/1-10V120 120 

DALi 120  

Dimming compatibility table 
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A showstopper which has the same ‘quiet luxury’ characterised by CTO designs. Developed exclusively 
by our artisans where crystal like crushed glass is combined with refined metalwork. 

C I E L O  L A R G E  P E N D A N T

F I N I S H

all satin brass
CIEPELSBFG

all bronze
CIEPELBZFG

S U S P E N S I O N

drop rod

please specify the required overall drop from the ceiling 
to the bottom of the fitting  
  
B U L B S

integrated LED - trailing dimmable - 8w - 2700k

W E I G H T

4.5kg (9.9lbs) 

C E R T I F I C A T I O N    
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North America junction box cover 
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Input Voltage As Standard On Request

Phase Cut (rotary dimmer) 230 

0/1-10V230 230 

DALi 230 

Phase Cut (rotary dimmer) 120 

0/1-10V120 120 

DALi 120  

Dimming compatibility table 


